PE-VO-LON°
heavy-duty castors

Series UB PAG

Series ULPAG g
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Heavy-duty swivel castors
with polyamide wheels
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Article code mm mm  mm

UL PAG/150/55/5 150 55 200 140x 110
UL PAG/200/80/5 200 80 280 255 x 200
UL PAG/250/80/5 250 80 330 255x 200
UL PAG/300/80/5 300 80 380 255x 200
UL PAG/400/110/5 400 110 530 400 x 300
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mm kg Wheels series PAG with ball
B = | 1750 bearings (/5), see page 38.
210 x 160 18 75  4.500
210 x 160 18 80  6.000
210 x 160 18 90  6.000
340 x 240 26 125 12.000
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Heavy-duty fixed castors
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Article code mm mm mm

UB PAG/150/55/5 150 55 200 140 x 110
UB PAG/200/80/5 200 80 280 255 x 200
UB PAG/250/80/5 250 80 330 255 x 200
UB PAG/300/80/5 300 80 380 255 x 200
UB PAG/400/110/5 400 110 530 400 x 300

4-way directional lock
Code: UL PAG/...4RIF

wheel locking device
Code: UL RF PAG/...
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foot protection
Code: ...PRO

kg
105 x 80 11 1.750
210x 160 18  4.500
210x 160 18  6.000
210x 160 18  6.000
340x 240 26  12.000

Precision heavy-duty swivel
castor brackets with a load
capacity of up to 12,000 kg

wheel and directional lock
Code: UL RF PAG/...4RIF

Housings in precise highly stable
(& welded steel construction. Swivel
_ head with a high quality thrust
ball bearing and a tapered roller
bearing for the guidance of the
kingpin. All bearing parts dust
and splash proof. Wheel locking
device on the non-railing side of
the housing.
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PEVOTHAN®
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Solid rubber
wheels and castors

Electrically conductive
wheels and castors

PEVODYN®/ -Soft

VULKOLLAN® « PEVOPUR®

Stainless steel castors
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Conveyor/guiding
rollers and ball units

Pallet rollers

Press-on tyres



